
VISY-Stick Flex
The high-precision level sensor for high-walled storage tanks

Function description:

The VISY-Stick Flex level sensor  
can be rolled up so that even  
long probes can be transported 
conveniently. 

Rooms with low ceilings often 
prevent the installation of rigid 
sensors in tanks. The VISY-Stick Flex 
level sensor is the ideal solution  
for this situation. 

The probe does not need to be 
unrolled until the time of installa
tion. It offers the same reliability 
and quality, and ease of use  
and calibration, as all our proven  
VISY-Stick level sensors.

BENEFITS of FAFNIR Technology

Simple to install and set up��
Suitable for use even with low ceilings��
Low transport costs thanks to compact packaging��
Full integration into the VISY-X System��
Simultaneous measurement of product and  ��
water levels* possible
Measurement analyses by microcontroller��

*  > 140 mm

50 measurements per second��
Suitable for use in ex-zone 0  ��
(ATEX, IECEx approval) 
Robust construction for long life��
Resistant to shock and vibration��
Maintenance-free��

Simple to install and set up��
Low transport costs��
No problem with low ceilings ��



Applications:

Petrol, ethanol (petrol/ethanol mixtures), diesel, fuel oil, lubricating oil, LPG*��
The sensor can also be installed in an immersion tube. In conjunction with a pressure vessel,  ��
e.g. an LPG tank, the sensor is installed in the depressurised section. 

* Trials in progress

Water float Ø 43
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Corrugated hose Ø 13,
(stainless steel)

Magnetic base

Ø 43

12
0

Ø 34

P
ro

be
 le

ng
th

14
5

Ø 50

A
dj

us
tm

en
t r

an
ge

M12 connector
1 brown +
2 white A
3 blue –
4 black B

Earth connector

Sensor head

Screw-in unit* 
(Standard: brass)

* other materials on request

Stuffing box (WAF 30)

Tube Ø 12, stainless steel

Tube Ø 12, stainless steel

Hexagon-socket screw
M6 x 10

Product float Ø 43

Technical data for VISY-Stick Flex:

Probe length:	 Maximum 10 m

Accuracy:	� Precision: ±2 mm 
Repeatability: ±0.5 mm 
Resolution: 0.001 mm

Process connection:	� Screw-in unit for  
height adjustable installation 
R 1½ brass 
G ½ stainless steel (optional)	

Electrical connection:	 M12 connector

Housing index  
of protection:	 IP68 

Sensor materials:	� Housing in stainless steel: 303  
Tube: 316Ti 
Corrugated hose: 316L 

Weight:	� Brass  
Alternative stainless steel: 316Ti 
Encapsulation of retaining magnet: 	  
conductive plastic (PTFE with graphite)

Approvals: 	 Ex-zone 0 (ATEX, IECEx approval)

Temperature range:	� Medium temperature  
from -40 °C to +85 °C

VISY-Stick Flex

VISY-Stick Flex System

Wireless solution

External aerials

Connection of VISY-Stick Flex  
to the VISY-Command also  
possible by four-core cable.

VISY-Command RF

VISY-RFT 
(transmitter unit)

VISY-Stick Flex
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